Automatismo irreversivel para portées de brago até 3m.

POTENCIA E SEGURANCA

O design elegante, discreto e compacto, atribue um encai-
xe perfeito com portdes de estética tradicional e moderna.
Estrutura externa em aluminio pintado, sistema de transmisscio
a bindrio cénico com engrenagem de bronze.

Sistema de desbloqueio prdtico e resistente, protegido por
uma fechadura.

ACE ¢é disponivel nas seguintes versoes: Tl - tubo de aco
inoxiddvel e TA - tubo aluminio protector, que também
pode ser equipado com fim de curso mecdanico, ajustdvel
no fecho.

Os motores de 24Vdc estdo equipados com a funcdo de
deteccdo de obstdculos em conformidade com a nova
Directiva de Mdquinas, tornando este mecanismo seguro
para diversas aplicacoes.

A possibilidade de ligar o automatismo ao painel solar ou até
mesmo baterias de emergéncia, assegura o seu funcionamento
continuo mesmo em caso de falha de energia.

Central de comando com display de programacdo e
sinalizacdo das anomalias.

Caracteristicas da central: gjuste do tempo de desaceleracdo
do motor, gjuste da abertura pedonal e ajuste do tempo
de tfrabalho.

Selector de chave

Pirilampo

Key switch
Flashing light g F

Electromechanical blocked ram for swing gates up to 3 m.

POWER AND SAFETY.

The slim compact design perfectly suits the aesthetics of ei-
ther modern or tradifional gates.

Presented in sfrong aluminium powder coated frame; bevel gear
pair transmission system manufactured in bronze. Complete
with practical reliable release system for manual operation
in the event of power cuts - safely secured by a key lock.

ACE is available in the following versions: Tl — stainless steel
tube and TA — covered tfube. TA version can be equipped
with mechanical limit switches, adjustable in closing.

The 24Vdc version boasts builf-in obstacle detection in
compliance with the new Machine Directives ensuring this
system is safe for use in various applications. In addition, the
aufomation can be powered by a solar panel or back up
batteries for continued operation in the event of power cuts.

The 230V electronic confroller provided with 230V kits features:
LED display screen for ease of programming and fault
diagnosing, adjustable deceleration times of the motors,
adjustable Pedestrian Opening feature, adjustable motor
working fimes for custom opening angles.
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ACE TI
Motor com tubo de aco inoxidavel - Extending ram operator
ESPECIFICACOES TECNICAS - TECHNICAL FEATURES

Ace 3 Ace 4 Ace REV Ace 324V Ace 424V Ace3110v  Ace4 110V
Allgn=niielesior 230V ~ 50Hz 230V ~ 50Hz 230V ~ 50Hz 110V ~60Hz 110V ~60Hz [ Zeiii= Slijsjel/
Absorcao |IVERRL 1.2-1,7A 1.2-1,7A 3,1-33A 3,1-33A Current

Feli=nele 300W 300W 250W 300W 300W Motor Power
Condensador LYY 10uF 8uF 200F 20uF Capacitor

Protecdo térmico [EiES 150°C 150°C Thermic Protection
EMPUTCOEYY) 3000 N 2500 N Maximum Thrust
Grau IP Class IP Profection
Helelomies ool 1400rom  1400rom 900 rpm Revolutions (speed)
Aplelterslerelsiniel 120°deg  120°deg  120° deg Opening Speed
Tempo de abertura 90° LI 22" 22" 90° opening time
Peso mdx folha KEISe] 400 Kg 350 Kg Leaf’s maximum weight
Comprimento mdéx folha pASIl 30m 30m 20m 30m Leaf’s maximum length

Ciclo de trabalho B8 40% 40% 40% 40% Duty Cycle

% 8=

Ace3=815mm Ace4=915mm

130 mm
Tt

= L°

Ace3=1140mm Ace4=1240 mm

ACEkit - TI

Motores lineares em inox
Slimline extending ram operators

RL11 X312 RF36 RS15
Quadro com receptor Pirilampo 24Vdc 2 Emissores 3 canais Par de fotocélulas Selector de chave
433,92 Mhz incorporado Flashing light 24Vdc 2 Transmitters 3-channel Safety photocells Key switch
Control panel, with
radio receiver 433,92 Mhz

Accessorios opcionais - Accessories optional

RT35 / RT34
Combinador digital
com teclado 12/24V
Keypad 12/24V

60 codes

PANTO1
Antena

freq. 433,92 Mhz
External aerial
freq. 433.92 Mhz
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